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Infrared Forehead Thermometer UFR106
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Technical data

® Measuring Accuracy
+0.2°¢/£0.4°F

©® Measuring Range
Body mode
32.0°C to0 43.0°C(89.6°F to 109.4°F)
Object mode
0.0~100.0°C (32.0°F~199.9°F)

© LED color Indicator
Blue: Measurement in progress
Green: Temperature <37.5°C/99.5F
Red: Temperature=37.5C

© Measurement distance
Within1-3CM

© Automatic Power-Off

1minutex20seconds

&/ Certified according to EU product regulations

® Operating Range
Body mode
10.0°C to 40.0 ¢/50.0°F to 104.0°F
Object mode
5°% to0 40.0°C/41.0°F to 104.0°F

® Storage Range
-20°C~50°C/-4°F~122°F
15% - 95%RH

Scope of delivery

® Infrared Forehead
Thermometer UFR106

® Instruction Manual

© Batteries
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Shenzhen Urion Technology Co.,Ltd. Floor 4-6th of Building D, Jiale Science&Technology Industrial Zone, No.3, ChuangWei Road ,Heshuikou
Community,MaTian Street, GuangMing New District, 518106 ShenZhen, PEOPLE'S REPUBLIC OF CHINA
Tel: ( 86 ) -755-29231308 E-mail:urion@urion.com.cn



